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OPERATING INSTRUCTIONS for Your 

... CRAFTSMAN SOLDERING GUN 


► Special features found on your 
craftsman soldering gun 

A. A HILO Control Knob which allows you to preselect the best 
forking temperature soiled for your [Htrdcular jab. 

£f. Perfect balance which allows you to work for long periods with 
less fatigue, 

C- A pilot light it-hi-rh illuminates the area you ore working on and 
also indicates the gun is on, 

D. Contoured trigger control for instant warm-up and automatic, 
shut-off. 

E. $ per tally designed slim, tip for those hard-lo-work-in areas. 

F. Easy grasp of handle when laid on bench, 

G. Comparatively noise-free construction , 

fi. Law temperature rise coil for prolonged comfortable use. 


PRELIMINARY INSTRUCTIONS BEFORE USING 

Tour lip whuutd Ik 1 : limaed before Usnig for good, soldering wort. To 
tin the tip T depress the trigger and apply flux-core sun 1 1 1 er until it 
begins lo iin-It. Continue applying solder for .'-l or 4 seconds and re¬ 
lease the trigger, applying solder until the tip cools. Wipe off cx- 
Bolder and flux. If I lie lip is imi thoroughly Cioped, repeat 
i h r abnt'e procedure. 

THE BEST WAY 

to solder is with your Craftsman Soldering Gun. 

WHAT IS SOLDERING? 

Ordinary soil solder is a fusible alloy., consisting essentially of tin 
and lead, mid is used to join two or more melals through u chemical 
itliDil. A colder joint part tally convent* the solder tu a new and 
different alloy, forming a complete metallic contact. 

A fusing action between two metals requires sufficient heul> hot 
enough to Plell |1 ik wider. 

Proper preparation of itii motals before soldering is essential. Sur¬ 
faces inust be cleaned by wire brushing, scraping or sanding. 


Upon applying heat to the metals, the surface becomes oxidized and 
prevents the fusing aclion from occuring, To retard the oxidized 
ucUuii, soldering lillx is used. Flux core solder Itaa the proper 
amount of flux and is recommended for most soldering jobs. 

HOW TO SOIDER 

ifelecl ilie HI or LO setting best suited for your requirements. A 
LO 1 t:mperat ijj e selling delivers 100 waits of power and is recom¬ 
mended for TV, radio, hi-fi repair and printed circuit work. A HI 
selling delivers 130 walls of power and is recommended for tile 
catling, beary wim connect!ng and sheet metal work¬ 
place the nose of the lip on point to be soldered. Squeeze I he I rig¬ 
ger and food a small amount of flux-core solder on the nose of the 
tip at the contact poinl, The melted wider conducts heat from the 
tip to the metal to be soldered. Feed additional solder until it mail* 
and Hows freely. Move the tip back, from the work and release the 
trigger. 

CAUTION: Release the lrigger when the tip is not in contact walk 
I ho work to prolong the life of the tip and to prevent corrosion, 
which would require cleaning and returning of I ho lip. 

HOW TO CLEAN THE TIP 

Rub lightly with sled wool, fine sandpaper or a wire.! brush. DO 
NOT USE A FILE. After 3he nose of the lip is l hum uglily cleaned 
depress I ho trigger and apply Flux-core solder nnlil il begins to 
umh. Continue applying solder for 3 or 4 seconds and release the 
irigger f applying solder unlil the tip cools. Wipe off the excess 
solder and flux. ihe tip is not thoroughly tinned, repeal the above 
procedure. To keep tip clean while using, wipe the- lip periodically 
on a moist doth or sponge. 

HOW TO REPLACE A TIP 

Loosen the bushing screws one to one and one-half turns. Remove 
I he existing tip, insert I he new one and relighten. The screws must 
be sufficiently tight to hold the lip and to provide good oUmlrfooi 
contact, 



SEARS, RQEIWCK AND CO. and 
5IMPS0NS-SEARS LIMITED in Canada 
back up your investment with quick 
service on genuine CRAFTSMAN 
replacement parts. 



We guarantee all Craftsman portable electric toots to be free from 
■defects in material and workmanship. When properly eared for 

*rtd maintained, w t will rapai}* or replace, al our option, and in- 
fllall, for a period of one (1) year from date of sale, any part which 
proves, upon our examination, lo be defective under normal Use . . ■ 
This guarantee does not cover buHHjnts from low or improper voltage, 
or from the tool being improperly used. Tips, cords, or any other 
parts subjected to- abuse are not covered by this guarantee . . . 

tv? SEARS, ROEBUCK AND 00, < \N[ 


DIFFERENT TYPES OF APPLICATION tor the SHOP~HOME A FARM 










PARTS LIST DESCRIPTION 


Key- 

No. 

Port 

No. 

Description 

1 . 

104 

Straight Tip 

2, 

122 

Case {left Section with Model No, Data) 

2. 

123 

Case (Right Section wflh Craftsman Label) 

3. 

no 

Pilar light 

4. 

in 

Pilot Light Socket 

5, 

109 

Trigger 

6 . 

114 

Trigger Switch 

7, 

117 

Cord Set 

B. 

125 

Cose Screws 

9, 

113 

Two-Heat Switch 

10. 

0242 

Control Knob-Cam Assembly 

11. 

0211 

Transformer Assembly 

12. 

116 

Tip Connector Bushing Screws 


model Na 166.52800 










